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BENDING DIAGRAM (ALL DIMENSIONS ARE OUT TO OUT)
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3"

2
"R=

1"

HOLE DETAIL

END OF
P.S. GIRDER

90°

TOP OF
GIRDER

6
"

1"

1"

SAWTEETH ARE FULL WIDTH

SAWTOOTH DETAILS

END 1 END 2

SECTION B
SHEAR KEY 1

SECTION A
WELD TIE
ALTERNATE #2
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SECTION A
WELD TIE
ALTERNATE #1
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GIRDER SCHEDULE LEGEND

PLAN
PRETENSIONED TEMPORARY

TOP STRANDS
SEE "GIRDER SCHEDULE" FOR REQUIRED
NUMBER OF TEMPORARY STRANDS.
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PLAN LENGTH
(ALONG GIRDER GRADE)
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LL AND LT ARE SHIPPING SUPPORT LOCATIONS AT
LEADING AND TRAILING ENDS, RESPECTIVELY.

AHEAD
ON STATIONING

TEMPORARY STRAND IN
PLASTIC SLEEVE (TYP.)

2" x 6" x 2½" DEEP BLOCKOUT
FOR STRAND DETENSIONING.
FORM WITH EXPANDED
POLYSTYRENE (TYP.)

STRANDS 5 AND 6 AVAILABLE ONLY
FOR 2'-6" AND 3'-0" DEEP GIRDERS

2" x 6" x 2½" DEEP BLOCKOUT
FOR STRAND DETENSIONING.
FORM WITH EXPANDED
POLYSTYRENE (TYP.)

TEMPORARY
STRANDS

TEMPORARY STRANDS
1 , 2 , 5 AND 6

TEMPORARY STRANDS 3 AND 4

SLEEVE TEMPORARY STRANDS
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BOND TEMPORARY

STRANDS

10'-0"
BOND TEMPORARY

STRANDS
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SYMM. ABOUT ¢ GIRDER

2
"

SECTION D

TEMPORARY STRAND LOCATION SEQUENCE
SHALL BE AS SHOWN  1 ,  2  ETC.
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6" 8" 8" MEASURED NORMAL
TO ¢ GIRDER (TYP.)

FOAM
BACKER ROD

 SYMM. ABOUT ¢ JOINT
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2½" Ä" TO ¼"

BAR 3 x ½ x 0'-6

2"ø x 4" ROD. SEAL KEYWAY
BEFORE PLACING CONC.
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2 ~ ½"ø x 6"
WELDED SHEAR
STUD (TYP.)
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2½"

Ä" TO ¼"

BAR 1½ x 1 x 0'-4

L 2 x 2 x ¼ x 0'-6

2 ~ ½"ø x 4"
WELDED SHEAR
STUD (TYP.)

 SYMM. ABOUT ¢ JOINT
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